OPTICSENS (Pty) Ltd.

25 Tokara, 3" Road

Halfway Gardens, Midrand, South Africa, 1686
Tel: +27827344469

Fax: +27865034917

Email: info@opticsens.com

Web: http://www.opticsens.com

Opticsens

Key Features:

® 1/3", 1/4" 3ONY COLOR CCD
® 0 ILUX

® 420TWL

® DC 12V
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MODEL D§-201C 0D5-202C
Image Sensar 173" S0ONY COLOR CCD 14 SONY COLOR CCD
Signal System PALINTSC
Horizantal Reselution 420TVL
EMective Pals PALISOOXESZ] NTSC(H100452)

/M Ratie 4848
Lans Standard 3. Tmm
Minimum Numination 0. 1Lum/F1.2
v Fealure v =0.45
Aula Electronic Shuller PAL 1790811000008 HTSG (16081100, 000s)
Backlight Compensation Auto
White Balanca Auto
Gain Contrel Auto
Electrica Physical
Power Regulrament oc 12v Walght 110g
Video Out VEE.0Vp-p TSOIBNC Packing

Envireonmental
Work Temparature
Wiark Humidity

TH=E0» 60mm
G620 320 JZomm

Dimension (per carton/1pes)
20T ~+E0T Dimension (outer cartenf200pes)
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